
ARL-AM5050-4 White

Features

Applications

Basic Parameter

Environment Parameter

Electronic Specification

Lighting Capability (lm) Wave Length/ Color Temperature (nm/k)

Inner Circuit Diagram

•	 Super bright SMD5050 as the light source;
•	 Low voltage DC12V, constant voltage drive;
•	 Stainless steel out-shell;
•	 Waterproof with IP67;
•	 Long life time is up to 50000 hours;
•	 CE, RoHS Certified;

•	 Advertising signs
•	 Channel letters
•	 Decoration

LED Type 5050 SMD Color White

LED Qty 4 PCS Size 36×36×4mm 

Interfaces UL 1007 20# 100mm Cable Grey: DC+ White: DC- 

Cluster Qty 20pcs/string Centre distance of modules 18mm ± 5% 

Weight 8.5g ± 0.5g Lifespan MTBF > 50000hours

LED Qty >0.9 

Working Temperature -40°C~+50°C Storage Temperature -50°C~+60°C

IP Grade IP67   

Working Voltage DC12V Working Wattage 0.8W 

Driving Method Constant Voltage Maximum length in serial connec-
tion ≤20PCS

White 60~68 White 5500~6500 



Volt-ampere Characteristic Curve               Optical Characteristics Curve

Dimension:

Top view Main view

Unit: mm Tolerance: ±0.2mm


